
MOTO MT-09 TRACER

MT-09 TRACER (ABS)
The original MT-09 was a game changer. Now we’re 
taking the concept one step further with an action tourer 
that combines an aggressive character with serious long 
distance potential. Introducing the uncompromising new 
MT-09 Tracer.

Equipped with a sharp looking cowling as well as a large 
capacity fuel tank - and benefi ting from an adjustable riding 
position - the Tracer is built to take you all the way in comfort.
But this is no ordinary tourer, and the Tracer’s torque laden 
triple cylinder engine, with traction control is built to thrill. 
With its lightweight aluminium chassis, as well as high-tech 
brakes and ABS, the Tracer lives for the next corner. One 
bike, two souls.

ENGINE
Engine type 3-cylinder, 4-stroke, DOHC, 4-valves
Displacement (bore x stroke) 847 cc (78.0 mm x 59.1 mm)
Cooling liquid-cooled
Compression ratio 11.5 : 1
Maximum power 84.6 kW (115PS) @ 10,000 rpm
Maximum torque  87.5 Nm (8.9 kg-m) @ 8,500 rpm
Starter system Electric
Lubrication Wet sump
Fuel system Fuel Injection
Ignition T.C.I.
Transmission Constant Mesh, 6-speed

CHASSIS
Fuel tank capacity 18 L
Frame Diamond
)Length x width x height 2,160 mm x 950 mm x 1,345 mm (max 1,375 mm
Wheel base 1,440 mm
Seat height 845 mm (max 860 mm)
Ground clearance 135 mm
Wet weight 210 kg
Front suspension Telescopic forks
Rear suspension Swingarm (Link type suspension)
Front/rear brake Hydraulic dual disc, Ø 298 mm / Hydraulic single disc, Ø 245 mm
Front/rear tyre 120/70ZR17M/C (58W) (Tubeless) / 180/55ZR17M/C (73W) (Tubeless)

• Always wear a helmet, eye protection and protective proper clothing.
• YAMAHA encourages you to ride safely with responsible manners that comply with all laws while respecting the environment.
• For more information, please contact your YAMAHA dealer
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CFAO reserves the right to modify its models without notice, likewise their characteristics, 
equipment and accessories. Pictures are not contractuals.


