
ENGINE
Engine type Single cylinder, 4-stroke, single overhead cam, 2 valve
Displacement (bore x stroke) 125 cc (54,0 x 54,0 mm)
Cooling Air
Compression ratio 10,0 : 1
Maximum power 7,4 kW at 8.000 rpm (10 HP)
Maximum torque 9,5 Nm at 6.500 rpm (0,97 kg-m)
Starting Electric starter and kick
Lubrication Wet sump
Ignition CDI
Fuel tank capacity 10 litres
Transmission 5 speed, in constant mesh 

CHASSIS
Frame "Diamond" shape
Length x width x height 1.990 mm x 745mm x 1.050 mm
Wheel base 1.290 mm
Seat height 780 mm
Ground clearance 160 mm
Dry weight 106 kg
Front suspension Telescopic fork
Rear suspension Swingarm
Front brake / Rear brake Drum/ Drum
Front tyre 2,75-18 
Rear tyre 90/90-18 

YB 125

MOTORCYCLE YB 125

With its’ 4-stroke engine and an electric starter, the 
YB 125 is a sturdy and economical product perfectly 
adapted to the passengers’ comfort and a high quality 
performance.

Due to its’ dual seat position and an exclusive 
balancing system that reduces vibrations, you will 
experience the complete driving pleasure.

Strong and polyvalent, the YB 125 is ideally adapted 
to all types of roads, highways and tracks.

Always wear a helmet, eye protection and protective proper clothing.• 
YAMAHA encourages you to ride safely with responsible manners that comply with all laws while respecting the environment.• 
For more information, please contact your YAMAHA dealer• 

CFAO  reserves the right to modify its models without notice, likewise their characteristics,
equipment and accessories. Pictures are not contractuals.  


